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EXPERT Bussole 1/2" - esagonale - metriche

Description:
● ISO 2725-1 - DIN 3124 - ISO 1174-1
- ISO 1711-1 - ISO 691
● Acciaio al cromo vanadio.
● Profilo Maxi Drive: trasmissione della
coppia di serraggio sui fianchi del dado
e non sugli spigoli.
● Finitura cromo brillante.
● Per un utilizzo manuale.
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E031936 34 34 43.8 43.8 45.5 25.0 300.0
E031937 25 25 32.8 32.8 41.0 20.0 142.0
E031938 36 36 49.8 49.8 57.2 27.0 462.0
E117086 8 8 12.4 21.8 38.0 9.0 45.0
E117087 9 9 14.0 21.8 38.0 10.0 45.0
E117088 10 10 15.5 21.8 38.0 10.0 48.0
E117089 11 11 16.7 21.8 38.0 11.0 50.0
E117090 12 12 18.0 21.8 38.0 10.0 50.0
E117091 13 13 19.2 21.8 38.0 10.0 52.0
E117092 14 14 20.5 21.8 38.0 10.0 54.0
E117093 15 15 21.0 21.8 38.0 14.0 54.0
E117094 16 16 22.5 23.3 38.0 14.0 66.0
E117095 17 17 24.0 24.0 38.0 14.0 76.0
E117096 18 18 24.8 24.8 38.0 14.0 84.0
E117097 19 19 26.3 26.3 38.0 16.7 84.0
E117098 20 20 26.8 26.8 38.0 17.3 84.0
E117099 21 21 27.7 27.7 38.0 18.0 92.0
E117250 22 22 29.8 29.8 40.0 18.0 118.0
E117251 23 23 30.8 30.8 40.0 18.0 125.0
E117252 24 24 31.8 31.8 40.0 18.0 134.0
E117253 26 26 33.8 33.8 41.0 20.0 160.0
E117254 27 27 35.8 35.8 41.0 20.0 192.0
E117255 28 28 37.6 37.6 41.0 20.0 220.0
E117256 29 29 37.8 37.8 41.0 20.0 210.0
E117257 30 30 39.8 39.8 41.0 20.0 234.0
E117258 32 32 41.8 41.8 41.0 20.0 266.0


